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Real-time interferometric measurements of the flow near the leading edge of an oscillating airfoil offer detailed
experimental quantification of the locally compressible flowfield that surrounds an oscillating airfoil at moderate

subsonic Maeh numbers. Interferograms obtained by a specially adapted real-time point-diffraction interfer-
ometry technique have revealed some important characteristics of this complex, and very rapidly varying, locally
supersonic flow. Instantaneous pressure distributions determined from these interferograms document the effect
of unsteadiness on the leading-edge flow environment.

Nomenclature

C, - pressure coefficient
c = airfoil chord

f = frequency of oscillation, Hz

k - reduced frequency, (rtfc/U_)

L = test section span
M, = freestream Mach number
n - refractive index

n,_ - refractive index at reference conditions

n,, - refractive index at atmospheric conditions
U_ = freestream velocity
x = chordwise distance

z = distance along airfoil span

a = angle of attack
APL = average path length difference

e = fringe number
A,, - wavelength of the laser

p = density

pr - density at reference conditions
p,, = density at atmospheric conditions

4) = phase angle of oscillation

to = circular frequency, rad/s

1. Introduction

UANTIFICATION of the complex unsteady flowfieldassociated with dynamic stall continues to be of con-
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siderable importance. The present inability to control and/or

modify the dynamic stall phenomenon has limited the speed

and agility of helicopters, and has prevented the use of un-

steady lift for improvement of aircraft agility and maneuver-

ability. Many studies of this aerodynamic phenomenon have

been performed; see (Tart' for a summary. Recent studies

using the facility described in this article have shown that

compressibility effects can and do play a significant role in

the development of the unsteady flowfield on rapidly pitching

airfoils/' [towever, truly quantitative, simultaneous docu-

mentation of the compressible flowfield on and away from
the surface of the airfoil has not been available up to the

present time. Surface measurements have been made in the

past? ,_ but knowledge of the flow behavior away from the

surface is also necessary before control and/or modification

of the stall process can be implemented. The work presented

in this article supplies some of this information.

11. Facility and Instrumentation

The present study was performed in the Compressible Dy-

namic Stall Facility (CDSF) at the NASA Ames Research

Center Fluid Mechanics Laboratory (FML). The CDSF is

specifically designed for the study of dynamic stall over a

range of Math numbers, using nonintrusive optical flow di-

agnostic techniques. It is operated as a part of the in-draft

tunnel complex at the FML." The CDSF is unique in that the

airfoil is supported between two 2.54-cm-thick optical quality

glass windows by pins that are smaller than the local airfoil

thickness. Thus, the entire flowfield, including the airfoil sur-

face, can be viewed unobstructed by any support mechanism.
This permits the study of the flow at the surface near the

leading edge, where the dynamic stall vortex forms, as well

as the flowfield away from the airfoil. Details of the research

findings from earlier work in this facility can be found in Refs.

2, 3, and 6. The present tests were performed for a = 10 deg

- 10-deg sin tot, 0.28 _ M_ -< 0.47, and 0.0 -< k -< 0.10.

II1. Flow Visualization

A. Point Diffraction Interferometry Technique

Point diffraction interferometry (PDI) is a technique that
permits recording of real-time interferograms of a flow5 "'

The PDI technique utilizes the ability of a point discontinuity

(in the form of a pinhole or clear aperture), located at the
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image of a point source (Fourier transform plane), to diffract

a portion of the incident light into a spherical reference wave

front. Light passing through the flowfield under investigation

is focused onto a sheet of partially transmitting material con-

taining the pinhole. A portion of this light is diffracted by the

pinhole creating a reference wavefront. The resulting refer-

ence wavefront then interferes with the undiffracted light that

passes around the pinhole. The interference fringes that are

produced by this method provide contours of optical path

difference caused by density variations in the flowfield. Since
the mathematical derivations associated with PDI are well-

documented in the referenced papers, 7 _ this article will only

address the physical implementation.

B. Implementation

In the present application, the primary optics of an existing

sch[iercn system are used, with a pulsed Nd-YAG laser re-

placing the conventional spark as the light source, and the

above-mentioned point diffractor replacing the usual knife

edge.'t Laser fight is expanded to fill a portion of the first
schlieren mirror, where it reflects through the test section and

finally is refocused onto the diffracting plate by the second

schlieren mirror. A camera placed at the image plane of the

flowfield records the interference pattern.

Diffracting pinholes were made by placing a photographic

emulsion precisely at the focus of the second schlieren mirror.

With no flow in the test section, laser energy was increased

until a pinhole was burned through the emulsion. Once the
pinhole was made, it was left in place, and the laser energy

was decreased to a level that adequately exposed the camera

film without destroying the pinhole.

The photographic plate (Agfa 8E75) used to make the dif-

fracting pinhole was processed with a weak developer and

then exposed uniformly with light in order to make the emul-
sion darker (plates with emulsions darkened to optical den-

sities of approximately one were used for the flow situations

encountered in this test); no other processing was required.
The increased absorption is necessary to attenuate the light

passing around the pinhole (object wave) to a level equal in
intensity to the light that diffracts from the pinhole (reference

wave), thereby maximizing fringe contrast. The optical den-

sity necessary depends on how much the light is disturbed as

it passes through the test section. An increase in disturbance

(e.g., those associated with the stronger density gradients that
appear at high angles of attack) results in an increase in the

diameter of the focused beam at the pinhole, and a decrease

in the intensity of the light diffracting through the pinhole,

thereby requiring a higher optical density for the PDI plate

for optimum fringe contrast.

IV. Flow Characteristics

A. General Flow Characteristics

The interferogram presented in Fig. 1 shows in detail the

developing compressible flowfield around the leading edge of

the pitching airfoil just prior to the initiation of dynamic stall.

This figure presents the flow at o_ = 10.0 deg for M_ = 0.30,
and k = 0.075, and shows several characteristics of the un-

steady flowfield. For example, the stagnation point on the

lower surface is easily discernible, at the center of the smallest

closed contour of constant density. It should also be noted

that this stagnation point quantifies the density field for the

complete interferogram, since the total pressure of the sur-

rounding flow is attained at the stagnation point on the airfoil.

This allows quantification of the fringe-related Mach contours
for the complete flowfield around the airfoil.

The flow accelerates as it progresses around the leading

edge, as represented by the closely spaced fringes emanating

from the leading-edge region. As the flow continues to move
around the airfoil, it continues to accelerate, until the surface

curvature decreases, where a plateau appears in the density

contours. This region shows very little longitudinal gradient,

Fig. I PDI image of an oscillating airfifil flowfield, _ = 10.0 deg,

k = 0.075, M, = (l.30.

Fig. 2 PD! image of the dynamic stall vortex on an oscillating airfoil,

ot = 13.6deg, k = 0.075, M. = 0.30.

and in fact shows the constant-density contours to be almost

parallel to the surface of the airfoil in this region. Further

down the airfoil, these contours abruptly turn toward the

surface. The contour lines outside this region curve more

gradually toward the surface, and can be seen to define the

boundary layer over the remaining portion of the airfoil sur-

face. The shape of the fringe contours inside this region sug-

gest the presence of a laminar separation bubble. The con-

ditions of the present experiment (NACA 0012 airfoil. Re -

6 × IW) are appropriate for a laminar bubble to appear near

the leading edge of the airfoil. The formation of the laminar

separation bubble has also been confirmed by laser Doppler
velocimetry (LDV) studies performed in the CDSF L'-_ for

M_ = 0.3, k = 0.05. The angles of attack at which the bubble

forms a = 6 deg, and opens, a = 14 deg, are nearly the same

as determined by both LDV and PDI.

Figure 2 presents the flowfield for _ = 13.6 deg. In this

figure, the dynamic stall vortex has formed, and the density

field can be seen to be dramatically altered. The most sig-

nificant change in the character of the flow appears on the

upper surface near the leading edge. There is now a clearly

defined shear layer leaving the leading edge; this shear layer

shows very strong gradients. Also, the ftowfield associated

with the dynamic stall vortex shows a strong longitudinal gra-

dient as depicted by the vertical density contours appearing

along the upper surface near 25% chord. This figure presents

a quantitative image of the Math number environment of the

airfoil at this point in the oscillation, and can be used directly

to evaluate the accuracy of computational models of the dy-

namic stall proccss.
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B. Character of Dynamic Stall Onset

An interferogram obtained at a - 12.4 deg (at the onset
of dynamic stall) is presented in Fig. 3. Here, the fringe pat-

tern is similar to that observed in Fig. 1 near the leading edge,

and near the beginning of the bubble, but the downstream

edge of the bubble now has fringes extending downstream,

parallel to the surface, in contrast to the sharp turning toward

the surface seen in Fig. I. In fact, the first indication of break-

down of the flow leading to dynamic stall appears as this

change of the fringe contours at the downstream end of the

bubble, suggesting a failure of the turbulent flow to reattach.

Finally, Fig. 4, at a = 13.1)7 deg, shows the initial develop-

ment of the dynamic stall vortex, which develops from the

bubble shown in Fig. 3. The fringes near the surface down-

stream of the bubble have now turned sharply toward the

surface. Since each fringe indicates a specific density, this

image shows that there is now a region of lov_/ density, and

therefore, low pressure, extending ahmg the airfoil surface.
This also affects the flow away from the surface, as can be

seen in the outer fringes that also curve around this low-

pressure region. This pattern of opening of the laminar sep-
aration bubble was detected throughout the frequency and

Mach number range explored to date, and suggests that the

dynamic stall process in the present experiment is either caused

by a breakdown of the laminar separation bubble, or by events

occurring within the bubble that have yet to be documented.

This re-emphasizes that dynamic stall can be caused by a wide

range of fluid physics while resulting in very similar global
flow behavior. Future tests will investigate various types of

leading-edge, boundary-layer transition generators, so that

Fig. 3 PD! image of the opening of the laminar _paration bubble;
M, = 0.30, k = 0.075, a_ = 12.4deg.

CDSF airfoil tests can fully reproduce the various types of

leading- and trailing-edge dynamic stall conditions observed
in full-scale tests.

C. Influence of Reduced Frequency

The effect of reduced frequency on flow development over
the airfoil can be seen in Fig. 5. In this figure, the influence

of unsteadiness is shown at four angles of attack. The top row

of photographs shows the effect of frequency on the flow at
- 8 deg. The presence of the laminar separation bubble

can be seen at k - 0.0. At this angle of attack, the bubble

is suppressed by airfoil oscillation; the flow at k = 0.075 and
0.10 do not show the bubble--the contours are similar to

those at lower angle of attack (not shown). At a = 1(I deg

(second row of photographs) the bubble is present at all fre-

quencies. At _ - 12 deg (third row of photographs), the first

indication that oscillation delays stall is observed: the steady
flow has stalled, but even low level oscillation (k - 11.(125)

suppresses separation and re-establishes fully attached flow.

At u - 14 deg, this effect is even more clearly discernible:

as the frequency increased above k - 0.05, the stall is sup-

pressed further, whereas a dynamic stall vortex appears at

lower reduced frequencies. The development of this w_rtex
is progressively delayed as the frequency is increased. Thus,

as the frequency reaches k - II. 10, the dynamic stall process

is just beginning at an angle 2 deg higher than the angle at

which the airfoil completely stalls in steady flow.

D. Effect of Math Number

The effect of Math number at k - 0.05 can be seen in Fig.

6. At _ = 6 deg (first row of photographs), the flow varies

smoothly from the stagnation point to the trailing edge (out

of the view of the photograph). As the Mach number is in-

creased, a progressive increase in the fringe count is apparent,

as can be expected, due to the greater density variations that
occur at the higher Mach numbers. At cr - 8 deg (second

row), the presence of the laminar separation bubble is ob-

served. This bubble is not measurably altered as the Mach

number is increased, except for the increase in fringe density

reflecting the increase in Mach number. At ot = 10 deg (third

row), some very interesting flow physics can be seen in the

laminar separation bubble. As the Mach number is increased

to M_ - 0.42, vertical lines appear in the bubble. These

vertical lines can be seen more clearly at M_ = 0.47, where

the fringes are seen to bend discontinuously as they pass through
the vertical lines. The local Mach number obtained by fringe

counting _r_s fotmd to be 1.0-1.1; thus, the local flow is

slightly supersonic. The multiple shock waves seen are a fea-

ture of transonic laminar flow over mildly curving surfaces:

this condition of multiple shocks has been observed in other

experiments. '''_ It is interesting that the current study shows
the phenomenon to bc present even in unsteady flows, where

the events occur at different angles of attack depending on

the reduced frequency.

At c_ - 12 deg (fourth row), the influence of compressibility

on the dynamic stall process is quite evident. The flow on the

airfoil at M_ -_ 0.28 is clearly attached, tlowever, at M_ =

0.33, the dynamic stall process has begun, and at M, - 0.38

the dynamic stall vortex is evident. At M, - 0.42, the vortex
is already past x/c - _1.25, and at M, = 0.47, the vortex is

already out of the fiekt of view. These photographs graphically
show that the dynamic stall inception angle is a direct function
of the Mach number.

Fig. 4 PDI image of the initial phase of dynamic stall wwtex at
M+ = 0.30. k = 0.075._ = 13.07deg.

V. Quantitative Analysis of the Unsteady Flowfield

A. Mach Contours

The interferograms presented in this study offer quantita-

tive information concerning the Math contours c_f the flow

under investigation.
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_= 12 +

I,'ig. 5

c_ = 14 _

k = 0 k = 0.025 k = @05 k = 0.075 k = 0.10

Eft'eel nf frequency <m dynamic stall deveh)pment, M = 0.3t), tv = IU deg - IU deg sin tot (as indicated).

_z=6-

(_= 8:

u=10 _

(x = 12 _

M = 0.28

Fig. 6

M = 0.33 M = 0.38 M = 0.42 M = 0.47

Effect of Mach number on dynamic stall develnpment, k = 0.05, _ = I0 deg - I0 deg sin +or(as indicated).

For a standard interferometer, APL due to density (or phase)

changes can be related to t as

APL 1 f
- I (n - n..,) dz

A, A,, J

where n is the refractive index in the signal beam.

For a two-dimensional flow, the above equation can be

simplified to

e = (n - n..,)(L/A,)

if v is an integer, then the fringe is bright: and if it is a half
integer, the fringe ix dark. Using the (Hadstonc-l)alc cqu,ltion

and the perfect gas equation, thin equation can bc reduced
to _+,

( " I(+)
P I+1'- _Plrk- 1,

SinceA,+ 532nm. L = 25cm.(n,, - 1) = 2.733 × 10 +

(frtml Goldstcin_"), and p,, = 1.21 kg/m _, the constant A can

be determined. For the specific case of the present cxperi-
nlelltS

p - p. = ().()()9421_+

OF

p p, /l v

Pt+ P. P,,

Since (p,/p,) is a function of the freestream Math number

orfly, (p,'/_,,) can bc determined l+_ knowing the fringe number.
Note, that in this method a positive tringc number represents
deceleration, and "+ice versa,

B. l)igilizalion or Interl'erngrams

In order to make full use of the quantification that inter-

feromclrv offers, the photogralqlS containing the intcrfero-
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Fig. 7 Fringe contours near the leading edge of an NACA 0012 airfoil
atM, = 0.30, a_ = 10.0deg, k = 0.0.
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Fig. 8 Steady flow pressure distributions for NACA 0012 airfoil as
determined from PDI images, M, = 0.30, k = 0.0.

grams were digitally processed, and the leading-edge region

was greatly enlarged. Three registration markers were placed

on one of the rotating tunnel windows that support the airfoil

so that a proper orientation and scaling of the fringe patterns

could be accomplished. Two triangular markers were ar-

ranged below the airfoils so that the distance between the

vertical faces was exactly 20% chord; the horizontal surfaces

of these triangles were placed so that a line connecting these

surfaces was parallel to the airfoil chord, and 10% below the
centerline of the airfoil. The triangle above the airfoil was

placed so that its lower surface was 20% chord from the top

surface of the triangle located below the airfoil. The line

connecting the vertical surfaces of these two triangles was

perpendicular to the chord at the 25% chord location.

Each interferogram was digitally scanned, and scaled to a
selected size by use of these registration markers. A grid was

superimposed on the digitized image, and the grid block con-

taining the leading-edge region was selected for further en-

largement. This image was then processed using an adaptive
contrast-enhancement procedure specially developed for this

purpose. This procedure subdivided the region before apply-

ing the enhancement, and then locally optimized the contrast.

The locally optimized contrast in each subregion was then
smoothly matched to the adjoining regions, resulting in a

greatly improved interferogram for digital fringe mapping. A

photograph of the airfoil was obtained under no-flow con-

ditions, with the PDI plate removed. This no-flow airfoil im-

age was digitized, scaled, and then superimposed on the dig-

itized image of the interferogram, and the combined digital
image was used for further analysis. The combined image was

mapped using a specially designed, screen-oriented digitizing
program that interactively permitted tracing of the various

fringes by movement of the cursor via a computer mouse.

The stored data was then processed using a least-square-fit,

curve-fitting routine. A sample of the resultant fringe contour

maps can be seen in Fig. 7.

C. Instantaneous Pressure Distributions

Each fringe in an interferogram is a line of constant density,
and by use of the procedure outlined in Sec. V A., denotes
a constant Mach number. Therefore, the fringe maps de-
scribed above can be used to quantify the effect of unstead-
iness on the local pressure distributions of the oscillating air-
foil studied in the present experiments. Figure 8 presents
pressure distributions near the leading edge of the airfoil for

four steady angles of attack at M, = 0.30. These plots are
obtained by mapping the x location of the intersection of each

fringe with the airfoil surface. The fringe numbers are then

-3
M_ + 0.30, a=80

Cp -1 //

0 0.(35

0.10

1 I I I I I

-.005 0 .006 .010 .015 ,020

x/c

Fig. 9 Comparison of leading-edge pressure distributions in steady
and unsteady flows on NACA 0012 airfoil, M, = 0.30, _t = 8.0 deg.

converted to (_,, and the pressure distributions calculated. In
each case shown, the distributions are mapped up to the point

where the last fringe intersects the surface before the laminar

separation bubble occurs, and thus show the pressure distri-

bution associated with the laminar bubble formation (except

for o_ = 4 deg, where the bubble was not present).

Figure 9 presents the pressure distributions at k = 0.05 and

0.10 at _ = 8 deg. The pressure distributions for steady flow
at ot = 6 and 8 deg are included for comparison. The curves

for k = 0.05, and 0.10 are flatter and therefore show pro-

gressively lower gradients. The pressure distribution for k =

0.10, at o_ = 8 deg is virtually identical to the distribution for

k = 0.0, ot = 6 deg, showing that unsteadiness has indeed

reduced the instantaneous local pressure gradients.

Figure 10 presents the maximum (suction) CI, value as a
function of the angle of attack at M_ = 0.30, k = 0.075. The

maximum C, was determined by counting the fringes through

the stall vortex and tracing them back to the leading edge; in

the attached flow near the leading edge, any particular fringe

can be assigned a C_, value using isentropic flow relations.

This plot shows that suction steadily develops over the airfoil

as the angle of attack increases. At _ = 12.5 deg, the C_, has
reached a value - -4.7, and remains at this level until o_ =

13.2 deg, where it starts decreasing. It is believed that the

dynamic stall process begins at _ = 12.5 deg in this case;

during the vortex formation the suction peak remains con-

stant. However, once the vortex begins to convect, the suction

peak drops. It is interesting that even though the suction peak
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M k -2
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Fig. 10 Variation of minimum suction pressure with change in angle

of attack.

2 I ! I I I
0 .2 .4 .6 .8 1.0

x/c

Fig. 12 Comparison of airfoil pres_sure distributions obtained from

different experiments, ¢r = 5.0 deg, M = 0.30, k = 0.0.

:!

Fig. il PDI image of the flowfield h)r ¢r = 5.0 deg, k = 0.0,

M. =0.30.

drops, there is a substantial suction present over the airfoil

as the vortex grows: this increased extent of the low-pressure

region enables generation of higher lift until the vorticity leaves
the airfoil.

D. Comparison to Prior Experiments

Detailed analysis of the interferograms obtained in the pres-

ent experiment show that the flow only attains a local Mach
number of 0.83 during oscillation at k = 0.05, M_ = 0.30, a

= 10 deg - sin wt, even though in earlier dynamic stall

experiments 4 surface pressures suggested local Match numbers
as high as 1.3. The two experiments are similar in many re-
spects: both were run at M_ = 0.30: both performed for
o_ = 10deg - 10degsin wt;both tests were on theNACA

0012 airfoil. However, the present tests were performed at a

chord Reynolds number of 6 × 10 _, whereas the previous
tests were performed at Re - 4 × 10". A review of the data
from the earlier experiments a shows that the NACA 0012

airfoil at M = 0.30, k - ().05, _ = 10deg - 10degsin wt

reached a local Math number of /.22 at an ,+ - 13.9 deg, at

which point the leading-edge suction peak was lost, and the
dynamic stall process began. The present experiments for the

same test conditions show dymunic stall to begin at _r - 12.()

deg, with a m_,ximum It)ca[ Math number of fl.83.

This change in stall behavior, and the decrease in maximum

suction that is observed m the present experiment, can be

better understood by study of two steady flow conditions: _

Fig. 13 PDI image of the flowfield for ¢_ = 8.0 deg, k = 0.0,

M, =0.30.

= 5andSdeg, for steady flow at M, = 0.30. In Fig. ll,the

point-diffraction interferogram for ot = 5 deg, steady flow,

M_ = 0.30 is presented. This image shows the flow when the

laminar separation bubble is not present. The corresponding

pressure distribution, determined using the technique out-
lined above, is compared to two other experiments performed

at the same freestream Mach number in Fig. 12. As can be

seen in Fig. 12, the present results compare favorably with

the referenced experiments, which were performed at signif-

icantly higher Reynolds numbers (3.0 × 10" for Ref. 4, and

3.86 × 10" for Ref. 17), especially when the accuracy of
_+_ fringe is included in the present results,

Figure 13 shows the density field for c_ = 8 deg, for steady

flow at M., = 0.30, obtained from the present experiment.

Here, the flow near the leading edge of the airfoil is quite

different. The pressure distribution determined from this in-

terferogram is shown in Fig. 14, again compared to previous

experiments. The maximum suction seen in this figure is ap-

proximately - 2.73, and at plateau appears following the suc-

tion peak, extending from 0.015 -_ x/c <- 11.05 (the length of

the bubble). The maximum ('_, observed in this figure is sig-

nificantly less than that obtained by surface-mounted instan-

taneous pressure transducers in lhc two earlier experiments,

as shown in the figure.

A laminar separation bubble was observed in the earlier

tests, ' where it appeared as an abrupt change in skin-friction
magnitude and frequency content. I lowcver, it was only of

secondary importance in its influence on the pressure distri-

butions, and appeared as a small, localized perturbation in
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Comparison of airfoil pressure distributions obtained from

different experiments, _r = 8.0 deg, M, = 0.30, k = 0.0.

the pressure traces. The effect of the bubble was determined

to be secondary at this Reynolds number, since the leading-

edge suction remained high well after the laminar separation

bubble was detected, and the loss of suction peak appeared

at the leading edge, well ahead of the laminar bubble.

However, in the present case, the bubble plays a much more

dominant role in modifying the pressure distribution. It is

possible that since this bubble is proportionally larger than in

the previous test, 4 its influence on the surrounding flowfield

is the source of the drop in maximum Math number that has

been observed throughout this set of experiments. The bubble

remains a major factor throughout the dynamic stall devel-

opment in the present experiments. In fact, changes in the

bubble behavior seem to be the first indicator that the dynamic

stall process has begun. The bubble appears at angles of 6

deg and above, for a wide range of frequencies and Mach

numbers. Although its appearance is delayed by oscillation

to _ - 8 deg, its shape and length are essentially unaffected

by frequency or Mach number until the separation process

begins; the bubble remains intact up to the dynamic stall

angle. Thus, the laminar separation bubble is the source of

the many differences that are observed in the present lower

Reynolds number experiments at high angle of attack.

VI. Concluding Remarks

1) Point diffraction interferometry has permitted detailed

study of the complex unsteady flow near the leading edge of

an oscillating airfoil, and quantitative flow information has

been obtained both on the surface and in the surrounding

flowfield for a range of frequencies and Math numbers.

2) A laminar separation bubble is observed in most of the

higher angle conditions, although the occurrence of the bub-

ble can be delayed by unsteadiness.

3) Locally supersonic flow was observed near the leading

edge, but the region of supersonic flow is quite small.

4) Digitization of the interferograms has permitted detailed

mapping of the instantaneous pressure distribution near the

leading edge, and has shown that unsteadincss significantly

relieves the pressure gradients that occur in this region.
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